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General Specification for Ultrapure Model No. S5AX fuel maintenance and conditioning system
Input power requirement: 14 ampere, 120 volt AC, 1 phase, 60Hz.

Rated flow rate: 5 GPM / 300 GPH

Designed for Diesel fuel storage tank of 2,000 gallons or less.
Control
1.1 Model  will be controlled by and integrated fused/toggle switch
Monitoring
The following minimum functions: 

2.1 Unit powered and running
2.2 Visual flow guide
2.3 Filter pressure operational
2.4 Filter pressure bypass (indicates filter replacement required)
Filtration
Ultrapure Model S5AX is designed to maintain stored fuel to meet or exceed ASTM (D) 975 using the following seven stage filtration.
3.1 Coalescence
3.2 Bulk water removal

3.3 150 Micron Mesh filtration
3.4 Entrained water removal

3.5 10 micron filtration

3.6 Emulsified water removal
3.7 2 micron filtration 
Conditioning
4.1 An additional propriety magnetic fuel conditioning element is to be provided as a system standard.
Mechanical features
5.1 Unit is to be of rigid steel construction.

5.2 Pre-drilled for wall mounting
5.2.1 Indoor protected location
Options – (Included in Model S5AXB)
6.1 Cycle timer

6.2 Enclosure
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